PLAN DIMENSION POINT @ OUTSIDE——)
FACE OF 2 X 12 CURB

2 X 12 PRESSURE TREATED CURB—‘ :
NOTE: DO NOT NAIL TO EQUIPMENT
PLATFORM.
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;HORIZONTAL LEVEL LINE

18GA. GALV. SHT. MTL. COVER. ALL
SEAMS SOLDERED WATER—TIGHT.
PENETRATIONS TO BE GASKETED &
SEALED WATER-TIGHT. SECURE TO
(N) CURB WITH FASTENERS &
WATERPROOF WASHERS @ 12" 0O.C.

REGLET — INSTALL BEFORE GALV.
SHT. MTL. COVER. FASTEN TO
2X12 CURB @ 12" 0O.C.
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1/2" CLEAR FOR DEFLECTION

3” H. MIN. REMOVABLE COUNTER—
FLASHING BY REGLET MFR.

—2—PLY BASE FLASHING.

LAP 4" MIN. OVER LOWER PLY

(N) MEMBRANE ROOFING. LAP 12"
MIN. OVER (E) ROOFING MEMBRANE

EXISTING

S i
N I

REMOVE (E) ROOF
INSULATION & ROOFING UNDER
(N) CURB

NOTES :

— (E) INSULATION, PATCH
& RE—FASTEN AS REQ'D.

L (E) PLYWD.

(N) CANT

1. PROVIDE ISOLATION COATING BETWEEN DISSIMILAR METALS.
2. ALL WOOD IN CONTACT WITH ROOFING MEMBRANE SHALL BE PRESSURE

TREATED (P.T.).

WOOD EQUIPMENT PLATFORM
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